
    Site Inspection before Installation (Machine)

                                           All Nutek Models
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 Dear Customer,

Welcome to Ess Dee Group.  At the onset, we wish to
extend our heartiest warm greetings to our worthy cli-
ents for their whole hearted in deciding to purchase a
_____________ which inspired us to grow taller together .

Since the agreement is duly executed between us,
now we therefore offer you the delivery  of the Machine
on admitted date.  Further , the following pre-delivery
requirements are mandatory on your part which may en-
able us to deliver and install your dream machine at your
premises.

Please get ready with:
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Basic Requirements -
1. Room Size (min. required)-

Nutek Leo 1830S - 13’ X 8’

Nutek Leo 1830D - 13’ X 8’

Nutek Leo 2500S - 15’ X 8’

Nutek Leo 2500D- 15’ X 8’

Nutek Leo 3200D- 17.5’ X 8’

Nutek Leo 3200Tr- 18’  X 8’

Nutek Multijet 3208- 19’ X 8’

Nutek Multijet 3212- 19’ X 8’

Nutek Multijet 3212 (S)- 19’ x 8’

The Ground Level should be absolutely straight, and no height difference should exist

between two ends of the room.

2. Electrical Requirements:-

--Machine (Printer)- 1 switch directly

 from the U.P.S.

(Towards the Service Hub of the Machine)

--Accessories (Heater & Fans)- 1 switch

Separate line from the Machine Supply

(Towards the purging Hub of the Machine)

-- Vacuum Cleaner- 1 switch

Separate line from the Machine Supply
(Towards the purging station of the Machine)

-- Computer- 2 switches

Separate line from the Machine Supply

(Towards the Service Hub of the Machine)

Right Size Larger Size Smaller Size

Right Size Larger Size Smaller Size

Right Size Larger Size Smaller Size

Right Size Larger Size Smaller Size

Right Size Larger Size Smaller Size

Right Size Larger Size Smaller Size

Right Size Larger Size Smaller Size

Right Size Larger Size Smaller Size

Right Size Larger Size Smaller Size

Appropriate        Inappropriate

Appropriate        Inappropriate

Appropriate        Inappropriate

Appropriate        Inappropriate

Appropriate        Inappropriate
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3. Air - Conditioner:-

A/c should not directly face the side of the machine from where prints come out.

Preferred location - Behind the printing side of the machine

A/c should be strong enough to maintain the room temperature

at 18-24*C.

4. Exhaust Chimney:-

Exhaust Chimney should be installed in the operation room, with capacity of

120 m3/Hr/. for circulation of fresh air .  This should not be installed at the opposite

end of the A/c.

5. Dust Free Room:-

The entry to the workshop should not be direct.  It should be at least the 2nd door

from the entrance.

The walls of the workshop should have wallpapers or at least Acrylic Distemper Paint,

so that no dust comes from the walls.

The flooring should be tiles or marble.

Special note: The walls should not have POWDER PAINT.

6. Electrical Requirements:-

The voltage between the Neutral phase and the ground wire should be in the range of

1-3 volts.

Appropriate        Inappropriate

Appropriate        Inappropriate

Appropriate        Inappropriate

Appropriate        Inappropriate
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7. U.P.S. Specifications-

Our recommendation to the customer is to have 2 PHASE electricsupply to his work-

shop, put the machine on one P hase and the AirConditoner, accesories of the printer

on the other phase and keep theearthing wire also seperate for the accesories and

the machine, then use a good quality certified 5 K.V .A UPS with-

- Galvanic Isolation

- ON LINE pure Sine Wave, 50Hz output UPS which supplies power tothe equipment

from the batteries and use the input to charge thebatteries.

- UPS unit should also contain surge protectors, which help preventequipment damage

whenever there are power surges (suddenincreases in the flow of voltage).

- Minimum Backup of 2 hours.

- Check if the batteries are enough to provide 5 K.V .A

Also the UPS should not be kept in the same room or should atleast be8Ft away from

the machine.

8. Vacuum Cleaner-

Vacuum Cleaner should be Industrial Metal Tank Wet/Dry type, withatleast 1000W

Motor

Appropriate        Inappropriate

Appropriate        Inappropriate
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9. Computer Specifications-

Computer should be of a good Brand and have the followingspecifications-

Genuine Pentium IV 3.0 Ghz Processor

Genuine Intel 915 Mainboard

DDR RAM- 1024 Mb (Single)

Hard Disk- 80 Gb

CD-RW  52X

Flatron Monitor

10. Lamination Requirements-

It is recommended to the customer to arrange for Lamination material,so that the

outer surface of the machine is saved from Inks andScratches, 1mt X 10mt size.

Suggestions/ Remarks (To be filled by the engineer)-

Appropriate        Inappropriate

Appropriate        Inappropriate
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Please endorse your signatures as token of intimation with the confirmation that you

have completed the pr-delivery requirements sent to you through this documents and

you shall be ready at your end on due date or before the inspection of site by our

authorized representative enabling us to deliver and install the machine in time and

also conform and undertake the responsibility to fulfill and maintain these require-

ments for successful running of the machine at your site. Please return the original

after signing this document on your part and inform us in this regard in time.

DATE:- __________

For M/s Ess Dee Nutek Infinities Pvt.Ltd.                 For M/s. _______________________

(Engineer)     (Customer)

Inspected and Checked by Mr./Miss. ___________________________

(With seal of Branch Office)
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